


Specification: D1641 spindle

Max Speed 30,000 rpm
Non Repetitive Runout (axial & radial) < 0.25 microinch (17?)
Speed Jitter <5 ppm
Acceleration to 10,000 rpm < 3 seconds
Radial Stiffness (bearing centreline) 600,000 Ibf/in
Radial Load 35 Ibf

Axial Load 60 Ibf

Air Pressure 80 psig

Air Consumption 0.5 SCFM
Body Diameter 2.99"

Shaft Chuck Spigot Diameter 1.499"

Encoder (DC coupled)

512 lines (1024 optional)

Shaft Grounding Brush

Yes

About Westwind:

Westwind Air Bearings is a world leader in air bearing spindle systems. Westwind’s head office is
based in the UK, with additional office & manufacturing facilities in the People’s Republic of China,
Taiwan and Japan. Furthermore, service and sales support is available worldwide through our

extensive network of approved service centres. Westwind is a division of GSI Group.

For further information contact:

Westwind Air Bearings
Holton Road

Holton Heath

Poole

DorsetBH16 6LN

UK

Tel: +44 (0)1202 627200
Fax: +44 (0)1202 627208

wwinfo@ gsig.com

Westwind Air Bearings
Building 8, GangTian Ind. Sq.
GangTian Road East
Suzhou Industrial Park
Jiangsu, 215024

Peoples Republic of China
Tel: +86 512 6283 7080

Fax: +86 512 6283 7087
llan@gsig.com

GSI Group Japan Corporation
Westwind Air Bearings Division
S huuwa S hiba Park/Building 6F
2-4-1 S hiba-koen, Minato-ku
Tokyo 105-000

Japan

Tel: +81 3 5714 0594

Fax: +81 3 5714/0595

iishii@ gsig.com

WESTWIND'

Westwind Air Bearings
(Taiwan Sales & Support)
4F., No.80, Baoqging Rd
Taoyuan City

Taeyuan County 330
Taiwan RTO.C.

Tel: +886 3 302 2366

Fax: +886 3 302 1141
tko@ gsig.com
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